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Part No: MA0O5693

Rev No: 1

A. MAXIMUM RATING:

1. Input Power Level: 0dBm

2. DC voltage: 10V

3. Operating Temperature: -10C to +50C
4. Storage Temperature: -40C to +85T

B. ELECTRICAL CHARACTERISTICS:

ltem Min.

Typ. Max.

Center frequency Fc (dB) -

433 -

Insertion loss (Fc + 4MHz) IL (dB) -

2.7 4.5

Amplitude ripple (Fc + 4MHz) (dB) -

0.7 2.5

Attenuation (Reference level from 0dB)
Fc -100 ~ Fc -40.8MHz (dB) 42

Fc+40 ~ Fc +100 MHz (dB) 40

50 -

46 ;

Source impedance Zs ( ) -

Load impedance Z, ( ) -

50 // OpF -

50 /I OpF -

Note: The standard definitions is in JIS C 6703

Source impedance Load impedance
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C. OUTLINE DRAWING:
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D. FEREQUENCY CHARACTERISTICS:

14 Maw 2803 10:46:21

CHI 531 LOG 3 dB/REF -2 dB : -2.8752 dE 437.098 088 MHz
#
CH1 Markers
15~2.3756 dB
= 429,088 MHz
21-7.8986 dB
433060 MHz
5
CEMTER 433.92@ BAA MHz : SPAN 4B.BBR AEE MHz
14 May 2083 18:43:40
CHI 531 LOG 1@ dE/ REF —-48 dB : 5i-45.548 dE 475886 BEE MHz
*
CHi Markers
11-63.215 dB
= 392,288 MHz
22,3632 dB
473,888 MHz
24-2.0917 dB
435065 MH=z
4:-2.0696 dE
437,088 MHz
T

CENTER 433928 BBE MHz SPAN ZOE.ARE BEE MHz
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E. PACKING:
1. REEL DIMENSION
2. TAPE DIMENSION
| _ | |
{llo] Lof I
| |
n 1.840.1 <5gm‘1_‘ 8.0%0.1
Section A-A
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